
10.5

Yarıçap/ Radius
0.5-3
0.2

3-6 6-30
Açı / AngleNominal / Nominal

120 >
0  10'

50 <120
0  20'

0 < 10
1D

IN
 2

76
8mGenel

Tolerances
General

Toleranslar 0.5-3 3-6 6-30 30-120 120-400
0.1 0.2 0.3

10 <50
0  30'

400 >
0.80.50.1

mm

1
1

2

3

1
1

2

 60 

 1
5 

 8
 

 1
5 

 M8(4x) 

 3
6 

 36 

 1
2 

 12 

 6
0 

 90 

 1
5 

 1
5 

 M8(4x) 

 8
 

 3
6 

 1
2 

 63  15 

 6
0 

 8
  1
5 

 1
5 

 120 

 M8(4x) 

 6
0 

 90  15 

 3
6 

 1
2 

 1
5 

 8
 

 60 
 90° 

 36 

 3
6 

 1
2 

 12 

 6
0 

 8,2(4x) 

 90 

 8
  1
5 

 90° 

 63  15 

 3
6 

 1
2 

 6
0 

 8,2(4x) 

 8
  1
5 

 120 
 90° 

 6
0 

 90  15 

 3
6 

 1
2 

8,2(4x)

Open Position

Closed Position

Product Code

399
Finish

Group
Code Material

F- -1

Material

Dimensions

Assembly

Hinge Installation;

A. Prepare frame and door part.  
B. Attach it to the hinge with M4 bolts.
C. Tighten the bolts by attaching them from the back with M4 nuts.

Please conctact us for different material and coating request.

Packaging

399 Leaf Hinge

Trade Drawing

See 
Notes

See 
Notes

See 
Notes

Notes;

A. Generally used for plain / flushmounted doors
B. Stud versions fi ted with M8x14 mm threaded stud
C. Suitable for left and right hand applications.
D. All latch components are "RoHS" compliant.
E.Stainless steel (AISI 304) hinge pin.
F. Available in three sizes, hole or stud fixing
    – 60 mm x 60 mm
    – 60 mm x 90 mm
    – 60 mm x 120mm

Please contact us for packaging details and special 
packaging requests.

It is packed in a bag in 100 pieces and packed as 400 pieces in a box.

Kaan Kanburoğlu

Kaan Kanburoğlu

- V
Version

See 
Table

See 
Table

Only 
Zamak

The materials specified in the table 
above are valid for all versions.

Version 1

Dimensions

Zamak Version

-

Version 2 Version 3

Version 4 Version 5 Version 6

See 
Table

Version

V-4 -- 0
Material

Group
Code Finish

399

Stainless Steel Version

Stainless Steel Version

Zamak Version

The dimensions of the stainless version and the zamak version are the same. Only bolt length 
is 14mm in stainless version.

No Product Name Material  Finish 

1 Hinge Part Zamak Black or Chrome Plated
2 Pin Stainless Steel *
3 Bolt Steel Zn

Material M

Zamak 1

Stainless Steel 4

Finish F

Chrome Coated 1

Black Coated 2

Uncoated 0

Version "V" Table

Version 1

Version 2

Version 3

Version 4

Version 5

Version 6

No Product Name Material  Finish 

1 Hinge Part Stainless Steel *
2 Pin Stainless Steel *
3 Bolt Stainless Steel *

1

2

3

4

3

2

4

1
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Tolerances
General

Toleranslar 0.5-3 3-6 6-30 30-120 120-400
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mm

Front of Panel

Backside of Panel

Nut

Open Position

A

Material

Assembly

Hinge Installation;

A.  Prepare frame and door part.  
B.  Attach it to the hinge with M8 nuts.(For  versions with 
     hole, mounting should be done using M8 bolts.)
C. Tighten the bolts by attaching them from the back with M6 
     nuts.

The mounting method of all versions (including the stainless 
versions) is the same.

399 Leaf Hinge

Trade Drawing

See 
Notes

See 
Notes

See 
Notes

Notes;

A. Generally used for plain / flushmounted doors
B. Stud versions fi ted with M6x12 mm threaded stud
C. Suitable for left and right hand applications.
D. All latch components are "RoHS" compliant.
E.Stainless steel (AISI 304) hinge pin.
F. Available in three sizes, hole or stud fixing
    – 50 mm x 50 mm
    – 50 mm x 63 mm
    – 50 mm x 76 mm

It is packed in a bag in 100 pieces and packed as 400 pieces in a box.

Kaan Kanburoğlu

Kaan Kanburoğlu
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